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225 Elmwood Ave. Burlington Vermont

Existing structure-20' X 20' patched stone foundation with one level living above. Additional rooms
added on back with no cellar access. Presumably on slab. Dry rot throughout basement. Existing
bathroom floor completely rotted through. Asbestos report from October 2, 2019 from KD associates.
(KDAI Project No: 07057-0004) is attached. Materials found to be containing asbestos were
remediated from the property by Levaggi Environmental Contracting (LEC) in January
2020.Documentation attached.

Site Plan- GMHH is looking to demolish existing 2 bedroom, 1 bath structure due to structural failures
and extensive rot, replacing structure with a 3 bedroom, 1.5 bath single family home. New structure
will be two stories 20’ X 38' with 8' front porch and 6' rear porch. Large pine tree off north east corner
on property side of sidewalk will be removed to meet neighborhood setback requirements. Three
additional trees < 8” diameter will be removed from back yard.

New structure-New structure is 20' X38' two story single family home. 3 bedroom, 1.5 bath. Built to
meet Efficiency Vermont standards. Home will have concrete exterior siding, asphalt shingle roof,
vinyl windows, pressure treated rear deck (6' X 12' with roof, 4:12 pitch 16'wide extending over
basement egress), composite front deck (8'X 16") with roof and vinyl railing. Interior of home will have
egress window in basement, hardwood and ceramic tile flooring, sheetrocked interior walls and 1 hour
fire burn wall on north side of structure. High efficiency boiler with air exchanger system.
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Setbacks- North side 30”  Location of current structure PRI =
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East side 48” #217 & #219 Elmwood =  48” off sidewalk e &7 0
#227-229 Elmwood = 48” off sidewalk PR
#237 Elmwood= 427 off sidewalk

Southside  <6”  Driveway material to match city curb cut L
West side 60”  New shed installed 60” of west fence W.LeAo L2 Niees
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Utilities- Conduit installed under sidewalk to move cable and electric to underground service.
Fence- Existing rusted metal fence will be replaced with 6' stockade fence along north boundary line.

Fence will start 10' from edge of srdewalk and run the ‘length of propert}y to west boundary line

’)"] »:} z@ F rﬂ.,é £ P L, A S’« L ";: EE f s

Shed- Existing Shed is going to be removed from property and replace with 8' X 12' shed positioned in
SW corner of lot

Driveway- Stone driveway installed along south boundary line extending 16' X 9' wide
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